
BOARD OF ARCHITECTURAL REVIEW
AGENDA

November 20, 2014 - 4:00 PM
Council Chambers - Rouss City Hall

1. POINTS OF ORDER

A. RoliCall
B. Approval of Minutes — November 6, 2014

2. CONSENT AGENDA

3. NEW BUSINESS

BAR 14-689 Request of Jucapa LLC for a Certificate of Appropriateness to repair the windows at theproperty located at 455 North Loudoun Street.

BAR 14-705 Request of the Religious Society Of Friends for a Certificate of Appropriateness to
install a storage shed at 203 North Washington Street.

BAR 14-707 Request of Nostimon LLC for a Certificate of Appropriateness to replace the roof at 202East Piccadilly Street.

BAR 14-710 Request of G W Development LLC for a Certificate of Appropriateness to apply newtrim around entryway and signage for restaurant entrance at 103 East Piccadilly Street.

4. OLD BUSINESS

5. OTHER DISCUSSION

Draft calendar for 2015 meetings.

6. ADJOURN

***APPLICANT OR REPRESENTATIVE MUST BE PRESENT AT THE MEETING***



BOARD OF ARCHITECTURAL REVIEW
MINUTES

The Board of Architectural Review held its regularly scheduled meeting on Thursday, November 6, 2014,
at 4:00p.m. in Council Chambers, Rouss City Hall, 15 North Cameron Street, Winchester, Virginia.

POINTS OF ORDER:

PRESENT: Chairman Rockwood, Mr. Serafin, Mr. Walker, Mr. Bandyke, Ms. Jackson

ABSENT: Ms. Elgin

STAFF: Josh Crump, Carolyn Barrett

VISITORS: Deborrah Walker, Scott McNutt

APPROVAL OF MINUTES:

Chairman Rockwood called for corrections or additions to the minutes of October 16, 2014. Hearing
none, Chairman Rockwood called for a motion. Mr. Walker moved to approve the minutes. Mr.
Bandyke seconded the motion. Voice vote was taken and the motion passed 4-0-1. Ms. Jackson
abstained.

CONSENT AGENDA:

None.

NEW BUSINESS:

BAR 14-680 Request of Deborrah Walker for a Certificate of Appropriateness to replace the porch at
225 East Boscawen Street.

Ms. Walker stated that the porch is in very poor condition and needs to be replaced. There will be no
changes to the structure. The pillars underneath will not be removed. The porch is rotted out and
separated from the building due to water leakage in the back.

Chairman Rockwood noted that white PVC lattice was specified in the design. Mr. Bandyke asked about
the picture showing the lattice. Ms. Walker said the picture was taken years ago. Mr. Bandyke said
what was in the picture was not PVC. Ms. Walker said they can use wood for the lattice.

Mr. Serafin asked about the painted ten-by-ten beam depicted in the side elevation. Mr. McNutt said it
was a new beam. Mr. Serafin asked for an explanation. Mr. McNutt described the size of the beam and
the materials. Mr. Serafin asked if there would be trim board on the outside of it. Mr. Bandyke asked if
he was doing a box beam and Mr. McNutt said yes.

Chairman Rockwood asked if the porch ceiling was beaded tongue-in-groove boards. Ms. Walker said
that was not what was originally there. Mr. McNutt said they were beaded slat boards with a two-inch
reveal. He is going to repTace it with beaded paneling. Chairman Rockwood asked if it was four-by-eight



paneling and Mr. McNutt said it was and that it was stainable and paintable. Mr. Bandyke said he was
concerned that the beam was not going to be wrapped and just painting over the nails would not be
good. Ms. Walker said she wanted it to be correct. Mr. Bandyke recommended wrapping the beam so
it would look finished.

Mr. Bandyke asked if the roof was going to be a standing seam roof. Mr. McNutt said what was there
before was a fiat seam. The replacement roof was PVR. Chairman Rockwood asked if it was pre-coated
or will it be painted. Mr. McNutt said he had a brand new roof to put up and it would be painted black.
He had purchased it for another job two years ago and did not use it then.

Chairman Rockwood asked if the circular columns lined up with the brick pillars below. There was no
support shown underneath. Mr. McNutt said they would line up and be supported.

Mr. Bandyke asked if there would be a frame with the lattice inside of it. Mr. McNutt said if that was
what the board preferred, he would do that. Mr. Bandyke recommended the lattice be perpendicular
instead of diagonal. That would be period to the house.

Mr. Walker asked if they would be replacing the gutters and downspouts. Mr. McNutt said there was
one gutter on the front. Mr. Walker asked if it would be like the existing half round or a round
downspout. Mr. McNutt said it would be round since that was period. Mr. Walker asked if it would be
aluminum and Mr. McNutt said yes.

Mr. Bandyke asked what the floor was previously. Ms. Walker said the floor was old fencing boards and
probably put down by her uncle 30 years ago. There was discussion during the motion about the railing,
pickets, balusters and materials to build it. The board members drew up a design during the discussion
and gave it to Mr. McNutt.

Mr. Walker made a motion to grant a Certificate of Appropriateness to BAR 14-680 with the following
conditions:

• The lattice is to be wood in a one-by-four frame and perpendicular;
• There is to be a one-by finished board wrapping the beam, fascia board and skirt board;
• The gutters are to be aluminum half-round and round downspouts;
• The roof is to be metal and painted black as proposed;
• Porch ceiling is to be made of wood with beaded panels as proposed; and
• Railing and pickets as depicted in the schematic as drawn by the Board members.

Mr. Bandyke seconded the motion. Voice vote was taken and the motion passed 5-0.

OLD BUSINESS:

None



DISCUSSION:

Mr. Crump spoke about Mr. Hanke and his appeal to City Council on the decision of BAR 14-543. The
discussion in Council centered on options for the window replacements. The Council agreed that the
Board acted appropriately according to the guidelines for the Historic District. The Board members
asked Mr. Crump to e-mail them a copy of the Council decision. The Board members expressed concern
that the decision could set a negative precedent.

The Board members agreed that they would adopt the 2015 meeting calendar at the next meeting.

ADJOURN:

With no further business before the Board, the meeting was adjourned at 4:52pm.
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Mr. josh Crump
Rouss City Hall
15 North Cameron Street
Winchester, VA 22601

Dear Mr. Crump:

This is a request to repair windows at 455 North Loudoun Street, Winchester, Virginia.

The existing windows are a combination of vinyl replacements and original wooden
sash. A majority of the windows were replaced as part of the apartment renovation years
ago.

The remaining windows are in poor condition, and are unusual sizes and
combinations. In an effort to preserve as much of the original window as possible, sashes
were fabricated to fit in the original wooden frames. None of the wooden frames of
windows being upgraded will be removed.

The sashes will be the same configuration as original windows, with an acrylic coating
similar to the Kolbe K—Kron coating that has been approved for the historic district.

This is essentially a like—for—like replacement. The wooden frames remain and the
sashes have the same configuration as original. The result will be a window without storm
windows which take away from the historic look, particularly with the windows that are
unique combinations.

Attached are photos of a window before replacement with storm windows and a
window which has been replaced.

COMMERCIAL & RESIDENTIAL RENTAL PROPERTIES

October 21, 2014

Sincerely.

Larry T.

LTO/nso
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jj.City of
Winchester

455 North Loudoun Street

Tax Map Number: 173-1-1-22-
DHR Resource Number: 138-0042-0682
Resources: 1 single dwelling (originally)
Date,’Period: Ca. 1925
Style: Transitional Colonial Revival and Queen Anne
Sources: Sanborn Fire Insurance Company Maps; Quarles, Ihe Story of
One Hundred Old Homes

Architectural Description
Site Description: This two-and-one-half-story, single-famiiy dwelling (now apartments) is located on the southv.’est corner of West North
Avenue and North Loudoun Street and is set back approximately ten feet from the concrete sidewalk. The grassy property slopes to the
east and is marked by mature shrubs, trees, and foundation plantings. A concrete walkway provides access to the primary entry from the
public sidewalk which lines North Loudoun Street. A three-foot stone wall spans the eastern edge of the property and continues along the
northern boundary. A concrete driveway approaches the property from West North Avenue and is located north of the building. An asphalt
parking lot is located west of the property.

Secondary Resource Summary: There are no visible secondary resources associated with this property.

Primary Resource Description: Constructed circa 1925, this two-and-one-half-story, two-bay single-family dwelling, now apartments,
is designed in the Colonial Revival style with elements reflective of the previously popular Queen Anne style. Set on a solid concrete
foundation, this building is constructed of seven-course, Flemish-bond brick. Standing-seam metal covers the hipped roof, which is
accented by a boxed cornice, overhanging eaves, and a plain vinyl-clad frieze. A dormer, with a clipped gable roof of standing-seam metal,
extends from the eastern slope. The dormer features a tympanum clad with wood shingles and a plain vinyl-clad frieze. Fenestration
consists of a band of 1/1, double-hung, wood-sash windows. A similar dormer marks the southern slope and has the same fenestration as
the façade dormer. A half-hipped dormer, with a roof covered with standing-seam metal, is located on the westernmost slope. The dormer
is clad with wood shingles and is fenestrated with paired 1/1, double-hung, vood-sash. An interior-side brick chimney, wth a channeled
shaft, rises from the south elevation and has a corbeled brick cap. Two additional interior brick chimneys mark the roof and each has a
corbeled brick cap.

A single-leaf, paneled wood door with lights, with sidelights and a tripartite transom, is located in the northernmost bay of the façade.
Second story openings hold triple and a band of 1/1, double-hung, wood-sash windows. Each opening has a concrete sill. A one-story
porch spans the façade and extends along two bays of the north (side) elevation. Set on a solid foundation faced with stretcher-bond brick,
this porch is capped by a half-hipped roof of standing-seam metal. Paired and tripleTuscan wood columns, set on a solid brick balustrade,
support the roof of the porch. Steps with brick wing walls are located in the central bay of the porch. The southernmost bay of the porch
has been enclosed with stretcher-bond brick and asbestos siding. Fenestration consists of paired 1/1, double-hung, wood-sash with a
rowlock brick sill.

The north and south (side) elevations are fenestrated with 1/1, double-hung, wood-sash and have concrete sills. First story openings are
surmounted by soldier brick flat arches. The foundation is marked by single-light fixed wood windows. A three-sided, canted bay extends
from the north elevation and rises the full height of the building. A clipped gable roof of standing-seam metal caps the bay. Fenestration
consists of single and paired 1/1, double-hung. wood-sash v.indows and a single-leaf door, which is surmounted by a single-light transom.
The tympanum is clad with square-butt wood shingles and is pierced by paired 1/1, double-hung, wood-sash.

A two-story, one-bay addition, constructed circa 1955, extends from the northernmost bay of the rear (west) elevation. Set on a solid
foundation, this addition is constructed of seven-course, Flemish-bond brick. A half-hipped roof of standing-seam metal caps the addition.
Fenestration consists of a single-leaf door (sheltered by a half-hipped hood of standing-seam metal), a single-light fixed wood window
(topped by a soldier brick flat arch) and 1/1, double-hung, wood-sash windows.

A two-story, two-bay addition is located on the rear elevation of the main block and extends from the southernmost bay. Constructed
circa 1960, this addition is 5et on a solid foundation and is constructed of seven-course, Flemish-bond brick. A shed roof, covered with
standing-seam metal caps the addition. Visible fenestration consists of a single-leaf door and single and paired 1/1, double-hung, wood-
sash windows. Most openings have a concrete sill. A vehicular opening has been enclosed on the north elevation with brick and is now
fenestrated with paired 1/1, double-hung, wood-sash with a rowlock brick sill. A one-story, one-bay porch shelters the rear entry. The half
hipped roof is covered with standing-seam metal and is supported by square wood posts.

Significance Statement: This two-and-one-half-story single-family dwelling, now apartments, is representative of the domestic
architecture constructed in the City of Winchester during the second quarter of the twentieth century. Judging by the form and materials,
as well as by using Sanborn maps, this dwelling can be given a circa 1925 date of construction. This single-family dwelling retains integrity
of materials, workmanship, and design, despite the construction of the rear additions, the partial enclosure of the front porch, and slight
change in use. Further, it has integrity of location and setting. All of these aspects contribute to integrity of feeling and association. This
single-family dwelling is a contributing resource to the Winchester Historic District under Criteria A and C.
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City of
Winchester

203 North Washington Street

Tax Map Number: 173-1 -B- 27-
DHR Resource Number: 138 0042-0988
Resources: 1 Quaker Meeting House
Date/Period: Ca. 1 872/ca. 191 5
Style: Greek Revival
Sources: Sanborn Fire Insurance Company Maps

Architectura’ Description
Site Description: This two-story building is located on the northwest corner of North Washington Street and West Piccadilly Street and isbounded along its western edge by Fairmont Avenue. The grassy property slopes to the east and is marked by mature shrubs, trees, andfoundation plantings. Brick sidewalks line the eastern, southern, and western boundaries of the property.The backyard is surrounded by ametal picket fence. A gravel driveway approaches the property from West Piccadilly Street and is located directly west of the building.
Secondary Resource Summary: There are no visible secondary resources associated \‘,‘ith this property.
Primary Resource Description: This two-story, six-bay Quaker Meeting House was constructed circa 1872 svith a Greek Revival-styleform. Set on a solid foundation (material not visible), this building is constructed of five-course, American-bond brick. A side-gabled roof,covered with standing-seam metal, caps the building and is accented by raking wood board5 and a corleled brick cornice. An interior-endbrick chimney rises from the north and south (side) elevations and each chimney has a plain cap.
The segmental-arched door openings of the façade (east elevation) hold double-leaf, paneled wood doors with lights. A three-light,segmental-arched transom surmounts each door opening. A one-story, one-bay porch shelters each door entry and is set on a solid brickfoundation. The front-gabled roof of each porch is covered with standing-seam metal and is supported by Tuscan ,vood columns andpilasters. A molded wood cornice with returns finishes each roof. The segmental-arched window openings on the façade hold 6/6, double-hung, wood-sash. A wood sill and one-course, rowlock brick segmental arch embellish each opening.
The north and south (side) elevations and rear (west) elevation are fenestrated with 6/6, double-hung, sood-sash windows with v,ood siltsand one-course, rowiock brick segmental arches. In addition, two, double-leaf, paneled wood doors pierce the rear elevation.Three-li•ght.segmental-arched transoms top the openings and one-cou’se, rowlock brick segmental arches. A one-story, full-width porch extends fromthe rear elevation and is set on a solid concrete foundation. Constructed ca. 1915, the Colonial Revival-style porch is capped by a halfhipped roof of standing-seam metal. Paired Tuscan wood columns hold up the roof. The northernmost bay of the porch is enclosed andconstructed of seven-course, American-bond brick. First noted on the 1921 Sanborn map, judging by the form and materials of the bay, itwas likely constructed at the same time as the porch. Visible fenestration consists of two, single-leaf paneled wood doors and a nine-lightr,’.’ood casement window. A one-course, rowlock brick segmental arch surmounts each opening.
Significance Statement: Constructed circa 1872 with a form indicative of the Greek Revival style, this two-story Quaker Meeting Houseretains integrity of materials, workmanship, and design. Further, the building retains integrity of setting and location. All of these aspectscontribute to integrity of feeling and association. This Quaker Meeting House is a contributing resource to the V.nchester Historic Districtunder Criteria A and C.



•) L4(lk

Winch ster
chi

/ti’tlflg : ill

CERFIFICATE #: BAR H I
DATE SUBMIT FD:ijji_,

/

APPLICATiON

BOARD OF ARCHITECTURAL REVIEW
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DATE:
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TYPE OF REQUEST
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Addition Ct Wall Rooflng A&Q,-?Fence/Well r Projecting Windows/Doors
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Proposal

RUSSELL’S ROOFING CO. Proposal No.
2244 Papermill Road
Winchester, VA 22601 Sheet No. 1
(540)667-4965 Office
(540)722-2166 Fax Date: 10/17/14

Proposal Submitted To Work To Be Performed At
Name Nostimpn. LLC, c/o Chriss Poulos Street Choo Sticks Kitchen
Street 1621 Handley Avenue City Winchester
City Winchester Date of Plans

________________________________

State VA 22601 Architect

____________________________________

Telephone Number 571-239-8916 Email winchesterva1953gmail.com

We hereby propose to furnish all the materials and perform all the labor necessary for the completion of
APARTMENT: To remove existing roofing down to roof sheathing, install a 26 gauge prepainted 21” wide metal standing
seam metal roof over roof sheathing. Install drip edge, vent pipe flashing, fasteners and sealants. Install (48)RT-200
prepainted snow guards on three sides of the building. Need roof color

_____________________________________

Material and Labor Dollars ($9,819.00)
Any bad woodwork will be an extra.
Customer will pick up building permit.
We will clean up all debris from property when job is completed.
We do not guarantee this roof not to rattle or oil canning.
There is a 35 year warranty on the paint on the prepainted metal.
There is a two year warranty on the workmanship.
30% deposit required upon accepting proposal.
Virginia Class A License #141339.
Winchester City License #13804.
All material is guaranteed to be specified, and the above work to be performed in accordance with the drawings and
specification submitted for above work and completed in a substantial workmanlike manner for the sum of

Material and Labor Dollars ( 00)
with payments to be made as follows:
WARRANTY WILL NOT BE ISSUED UNTIL ACCOUNT IS PAID IN FULL.
PROGRESSIVE PAYMENTS WILL BE SUBMITTED WITH BALANCE DUE UPON COMPLETION.

Any alteration or deviation from above specification involving extra costs, will be executed only upon written orders and
will become an extra charge over and above the estimate. All agreements contingent upon strikes, accidents, or delays
beyond our control. Owner to carry fire, tornado and other necessary insurance upon above work. Worker’s
Compensation and Public Liability Insurance on abov ork t be t ken out by RusslI’s Roofing Company
Respectfully submitted Lisa Brideeforth. Presiden

Robert Dean, Estimator

ACCEPTANCE OF PROPOSAL
The above prices, specifications and conditions are satisfactory and are hereby accepted. You are authorized to do the
work as specified. Payment will be made as outlined above.
I/We do hereby agree jointly and individually, to pay for all materials supplied. In the event that any account is placed
for a third part collection, I/We hereby agree to pay all costs, including reasonable attorney fees, court costs, and
finance charge.

__________________________

Accepted

_________________________________________

Signature

Date Signature





J ENGLERT Coatings and Technology

Engler’ is one of the few single
source metal roof manufacturers
with an n-house coil coating line
and an exceptionally broad range
of finishes to meet any design
objective. Whether your design
calls for a natural weathered
appearance or bright high
performance, full-strength fuoro
carbon color—Englert offers a
complete array of standard
finishes.

Custom Colors
Englert offers a wide range of
custom colors with short lead times
and low minimum order require.
ments depending on the type of
substrate. Englert can match the
color of virtually any material,
including brick, wood and fabric.

PermaColor 3500
Englert’s PermaColor 3500
standard 35-year low gloss color
coatings are comprised of a .7
to .9 mil full strength 70% Kynar
5007Hylar 5000 fluorocarbon
(Polyminylidene fluoride PVDF( coat
ing over a urethane prrner
of .2 to .3 mil on the finish side,
wtth primer and a woshcoot on the
reverse side.

PPG DURANAR ULTRA-CooP is
state-of-the-art when it comes to
energy-efficient metal roofing.
PPG DURANAR ULTRA-Cool
meets Energy Star specs for Cool
Roofs and not only saves energy
but money as well because
• Heat is reflected away from

the building
• Smog is reduced when environ

mental temperatures are reduced
• Energy costs are saved because

of cooler interior spaces
• Life expectancy of the roof is

increased due to less expansion
and contraction

• Monetary incentives are increas
ingly being offered for switching
to reflective roofing products

• Emissivity values of the coatings
exceed 85%

PermaMetallics 3500
Englert now offers PermaMetallics
3500 with

. gloss FPG DURANAR
ULTRA-CooP coatings with a 35
year warranty to match our
PermaColor 3500 color palette.
Metallic Copper (non-aging),
Champagne and Preweothered
Gaivc)ume coatings ore com
prised of a .8 to .9 mil full strength,
70% Kynor 500jHylar 5000
fluorocarbon (Polyvinylidene
fluoride PVDF) coaling over a
urethane primer of .2 to .3 mil on
the finish side, with primer and a
washcoat on the reverse.

Galvalume.Plusn
This product has the advantage of
an acrylic cca’g to reduce mill
finish discoloration and uneven
weathering. This metal is avail
able as a new hi-tech solution to
standard uncoated steel.

Corporate Headquarters

1200 Amboy Avenue
Perth Ambay, Ni 08861

Field Service Centers

Connecticut

41 V-Iarebose Pc’ Rccd

Wcllingord, CT 05492

Massachusettn
44 Garden Street, Suite 10

Dorsvem,MA 01923

New Jersey

1200 Amboy Avenue
Perth Amboy, Ni 08861

Tel: 1-800-610-1975
Fax: 1-888-389-0520
www.glinc.com

0i0 Englent Inc. Ai nights reserved.
903003

Tampa, Florida

6120 Pe’ccn Creeh Circle

Riverview, FL 33578

Ft. Lauderdale, Florida

2525 Dc.Oe Rood, Suite 370
Picntc’ior, FL 33317

PermaColor and PermaMetallics Durability Tests
Description ASTM Method Durability ) ulrates

Gloss D523.89 max steel ccd on.
Pencil Hardness - D3363.CUi H2H - steel dasminurnr
Flexibility I-Bend 0414583 2002) i-I steel and alumnjm
Flexibility T.Bend 04145-83 (20021 2-T sleel

‘.ocel 0022-93a (200) v cracking steel ond’jrrn
F .

-
..-Adhesion 03359-02 no adhesion loss steel and aluminum

Reverse Impact 02794.93 11999) l so adhesion loss, steel and aluminum

nocrockmg

,. L.. . —

Falling Sand 096893 I 80 liters per mi1. DFT steel and aluminum
Maria, Resistance C2a 0 no e°ec’ j seel a-sd aluminum

Acid haLos’s ,5L.O5 <5 units color chak} steel and aluminum
Acid Rain eesmer-sch j 10 cvc’es mm steel and aluminum

----

I
- —HAlkali Resistance 01308-02 no eifect steel and aluminum

Sal? Fog 8117.02 passes 3000 hours aluminum
Salt Fog 8117.02 posses 1000 hours steel
Hmid-ty — 02247-02

. posses 3000 bo-s 4Humidity D2247.02 passes 1000 hours steel
Color Retention 0822-C I posses_2000 hours steel and aluminum

S. Florida Exposure D2244-02 max. 5 ucits change steel and aluminum
Chalk Resistance D4214-98 f mm. rating of 8 steel and aluminum

Kynor 500- isa regi5tered trademark olAtofino Chemicals, Inc.
Hyic- 5000’ is a registered trademark of Ausimont LiSA, Inc.
GoLaL”e and Govolume Pt0s are registered ‘rodemo’ks of BIEC lqternotional, inc.
CUR.4NAR ULTRA-Cool’ iso registe’ed trademark of PPG.

Distributed by:

___________

New York

45 Dixor, Aene

Amityvile, NY 11701

Pennsylvania

181 Sprg R-s Road Ext, Suite 100

Comuopoiis, PA 15108

Tennessee

3465 Narth Bead Circle, Se C

Alcoa, TN 37701

Virginia

8560 Virginia Meadows Drive
Ma--ossov,VA 20109



ENGLERT STANDARD COLORS
AND COATINGS

PermaColor 3500 — Full Strength 70% Kynar 500YHylar 5000®
All colors available in Galvalume and Aluminum (.032’, .040?! & .050). See your local sales representative for more information.

L
Forest Green

R 28.7 • E.89 • SRI 30

Evergiade Moss
832 • 8 9 • SRI 34.7

Deep Red
R42 • 8.91 • 5RI482

ate
R40.3. [9 • sRr)

Sandstone
R 51 • 8.9 • SRI 59.8

Terra Cotta NEW
R 34.8 • F 89 • SRI 37.9

R - Denotes Reflectivity
E - Denotes Emissivity
SRI - Denotes Solar Reflective Index

Due to the limitations of printing processes,
this color chart is not on accurate representation
of our actual colors.
Sample chips are available on request at no charge.
Colors available as of 3/2009.

SunNet Blue NEW Hartford Green
Matches SunNet BiPVLomjnate R 28.1 • [9 • SRI 29.7

Dark Bronze Mansard Brown
R 29.1 • E.9 • SRI 31 R 31 • 8.9 • SRI 33.4

Burgundy
R 35.4 • 8.9 • S 39.2

Matte Black
R 282 • [.9 • SRI 29.8

L
Medium Bronze

R 32 3 • 8.91 • SRI 35.6
Colonial Red

R 36.8 • 8.9 • SRI 41

Charcoal Gray Sierra Tan
830 1 • 89 • SRI 321 R 35 • F 91 • SRI 39.1

Slate Blue
R 31 • E.91 • SRI 33.9

Patina Green
R 39 • 891 • SRI 44.3

Bone White
67 • [.9 • SRI 81.4

PermaMetallics 3500

Hemlock Green
R 28 • 8.92 • SRI 304

I
Metallic Copper

R 43.8 • [.9 • 58’ 50.2

Stone White
8 62.5 • E 9 • SRI 75.3

_________

Mill F

__________

Itl It1’&.’ tot;!
•

I EMIt

Champagne
838.4 • E.91 • SRi 43.5

Preweathered
Galvalumee

R 45.7 • E.91 • SR 53.1

Galvalume-Plus
R68 • E.10 • SRI 54.5

CALL NGLERT FOR DEIAILS

1 8•ENGLERT

•‘hese ore prem.um prced
point systems.
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/O.&/S,.City of
.: Winchester

202 East Piccadilly Street

Tax Map Number: 174 1 i- 21
DHR Resource Number: 138-0042 0927
Resources 1 commercial building
Date/Period: Ca. 1910
Style: Vernacular
Sources: Sanborn Fire Insurance Company Maps

Architectural Description
Site Description: This property is located on the northeast corner of North Kent Street and East Piccadlly Street. The level lot features a
commercial building that fronts a public concrete sidewalk. The commercial building takes up the entire property, so there is no yard. This
building is bounded by commercial buildings.

Secondary Resource Summary: There are no secondary resources associated with this property.

Primary Resource Description:This two-story commercial building has a rectangular plan and is set on a solid concrete-block foundation.
It is two bays wide and three bays deep. The masonry structure is constructed of rock-faced, concrete blocks and is capped by a hipped
roof covered in standing-seam metal.The roof features overhanging eaves and an interior brick chimney. The main entrance is inset at the
southwest corner of the building. The single-leaf entry holds a paneled wood door with one light and features a one-light transom. The
second story of the façade (south elevation) and west (side) elevation of the commercial building is fenestrated with 2/2, double-hung,
wood-sash windows. The façade and west (side) elevation is aTso fenestrated on the first story with pared one-light fixed windows with
transoms and a row of four one-light, fixed windows. A small window opening on the first story of the west (side) elevation is partiaHy
obscured by an air-conditioning unit. Another air-conditioning unit, located immediately to the north, pierces the wall. All windows are
enclosed with square-edged wood surrounds and feature rock-faced lintels. A single-leaf entry with a wood door is located in the northern
end of the west (side) elevation. It features a bind transom and has a square-edged wood surround. A shared, rock-faced lintel connects
the entry with a paired one-light, fixed window with narrow one-light transom.

A one-story, two-bay addition, constructed circa 1930, is located on the north (side) elevation. Constructed of concrete blocks, the addition
is capped by a shed roof covered in metal. The west (front) elevation of the façade is fenestrated by a double-leaf entry and a single-leaf
entry. Both entries have flush wood doors and are protected by a single, metal awning.

Significance Statement: This building is representative of commercial architecture constructed in the City of Winchester in the first
part of the twentieth century. The buidng is not noted on Sanborn Fire Insurance maps in 1908, but is shown on the 1912 map. Based
on map research and the building’s form and materials, it was given a circa 1915 construction date. The building retains a high level of
integrity of design, material and workmanship, despite minor alterations. A modest addition is located at the rear of the building and does
compromise the integrity of the main block. The location, setting, feeling and association have not been compromised. Therefore, the
commercial building qualifies under Criteria A and C as a contributing resource in the Winchester Historic District.
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Renovation Project
for

(formerly The Dancing Goat)
at the George Washington Hotel

Winchester, Virginia
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George Washington
East PiccadI)y Street. Winchester, Va
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City of
Winchester

103 East Piccadilly Street

Tax tvip Number: 173-iP- 6-
DHR Resource Number: 138-0042-0919
Resources: 1 hotel
Date/Period: 1924/1929
Style: Colonial Revival
Sources: Sanborn Fire Insurance Company Maps

Architectural Description
Site Description: This hotel is located on the southeast ccrner of the intersection of East Piccadilly Street and North Cameron Street andhas a minimal setback from the brick sidewalk. The building is sited on a level lot that features landscaping. A wrought-iron fence linesthe façade and protects the foundation-level windows. Paved parking is located south of the building, as is a concrete sidewalk. A sunkenbricked patio is adjacent to the west (side) elevation of the building and serves as a dining area. The patio is enclosed by a brick retainingwall topped with a metal fence.

Secondary Resource Summary: There are no secondary resources associated with this property.
Primary Resource Description: This five-story, nine-bay Colonial Revival-style hotel, known as the George Washngton Hotel, wasconstructed in 1924. A five-story, two-bay addition was constructed on the east (side) elevation in 1929. The masonry building is facedwith stretcher-bond brick and is set on a solid raised masonry foundation which is also faced in brick. A flat roof caps the building. Theroof is finished with a modillioned cornice with dentil molding, which is topped by a brick parapet inlaid with stone panels with swagmolding. A stone cartouche, sited on the parapet over the central bay, completes the roof. A one-story stairwell projects from the roof andis constructed of brick. A molded cornice completes the flat roof. The stairwell is fenestrated with 6/6, double-hung, wood-sash windows.The centrally-placed primary entrance opening on the façade (north elevation) contains automatic sIidg metal-frame glass doors. A largecanopy shelters the entrance.The doors and a large, centered round-arched multi-light wood fixed window are set v,ithin a monumentalstone surround composed of paired fluted stone pilasters, which support a plain entablature topped with a wrought-iron balconet. Thefirst story window openings on the façade contain tripartite windows composed of 6/6, double-hung, wood-sash windows flanked by4/4, double-hung, wood-sash windows, The tripartite windows have wood lintels with swag molding and a stone sill course, The moldedlintels also serve as a sill for tripartite windows composed of six-light fixed wood lintels flanked by four-light wood fixed windows withstone lintels. A stone frieze and cornice runs above the first story windows of the façade and side (west) elevation and features dentilmolding and pateras. The window openings on the second-fifth stories contain 6/6, double, hung, wood-sash windows with stone sillsand splayed stone Iintels with keystones and 4/4, double-hung, wood sash windows with rowlock brick sills. A stone sill course runs belowthe second and fifth story windows. The west (side) elevation has fenestration that is consistent with that of the façade. The exception tothe fenestration on the west elevation is a fifteen-light fixed wood window with a multi-light transom. This window has a stone surroundwith pilasters supporting a plain entablature with a pediment. The rear (south) elevation of the west wing of the hotel has fenestrationthat is consistent with the façade. The segmental window openings on the east elevation of the west wing contain 4/4 and 6/6, double-hung, wood-sash windows with soldier brick segmental arches and stone sills. Two exterior-side brick chimneys rise from this elevationand have plain caps. The rear (south) elevation of the main block of the hotel has segmental window openings that contain 4/4 and 6/6,double-hung, wood-sash windows with soldier brick segmental arches with stone sills. A one-story wing, original to the main block andoriginally the kitchen, is sited on the east elevation of the west wing and the south elevation of the main block. The kitchen has the samematerial treatment as the main block and has a flat roof. The south elevation of the kitchen is pierced by five-light fixed wood wndcwsflanked by ten-light wood casenent windows with stone lintels and a stone sill course. Metal skylights project from the roof of the kitchenand are composed of multi panes of fixed glass. A covered staircase is sited on the roof of the kitchen and attaches to the east elevation ofthe west wing. An interior courtyard adjacent to the kitchen is enclosed with a brick wall. The south elevation of the wall is pierced by twolarge openings with stone lintels.The openings contain metal ates.

A five-story, two-bay addition was constructed on the east elevation of the main block in 1929 and creates an eastern wing to matchthe original west wing. The addition has the same material treatment as the main block, though the first story was used for commercialpurposes. The first story of the addition contained two identical business fronts. The westernmost bay of the additional originally was abus terminal while the easternmost bay was a store. Each storefront features a single-leaf wood-frame glass door with a one-light transomand flanked by a large plate glass window. A spandrel divides the storefront from a tripartite window composed of multi-light leaded glass.The east (side) elevation of the addition has segmental openings containing 6/6, double-hung, wood-sash windows as well as rectangularwindows containing 4/4 and 6/6, double-hung, wood-sash windows.The rear elevation has segmental window openings that contain 6/6,double-hung, wood-sash windows with soldier brick segmental arches and stone sills.

Significance Statement: This hotel is a distinctive example of Colonial Revival-style architecture in the City of Winchester and is one ofthe tallest buildings in the city. The George Washington Hotel was built in 1924 with an addition in 1929; it was remodeled in 1950/1 951and again in the mid-i 970s, and underwent a complete rehabilitation from 2003-2008.The George Washington Hotel retains integrity ofmaterials, workmanship, and design, as well as setting and location. All of these aspects contribute to integrity of feeling and association.The George Washington Hotel is a contributing resource to the Winchester Historic District under Criteria A and C. This property has beenindividually listed in the National Register of Historic Places.


